
 GENERAL SPECIFICATIONS

MODEL:  Titan

ACCESS: 0 degree or 90 degree  or 180 degree

FLOOR DIMENSION:  34'' or 36'' wide    x   54'' or 60'' length (standard)
[864 or 915mm] wide   x   [1372 or 1524mm]  (standard)

LEVEL: à confirmer

CAPACITY:  1000 lbs(450 Kgs)

COMMAND:  maintained pressure

POWER:  240V 30A/2Ø/1N/1GND

MOTOR:  240 VAC

TRACTION MACHINE:  Hydraulique cables (Mechanic Room )

SPEED:  0.16 m/s  32pi/min

TRAVEL: à confirmer
DEPTH PIT:  8'' [203] min.

TOWER: à confirmer
SAFETY DEVICES:-Limit switches at each stop

                                                  -Final limit switch at top

                                                  -Non-skid platform surface

                                                  -Emergency stop (on pit) 

                                                  -Emergency stop alarm (on the COP)

                                                  -Emergency stop alarm (on top of the rails)
-Emergency phone with hands-set or hands-free(option)

                                                  -Positive electromechanical interlocks 
                                                  -Emergency lowering device

                                                  -Control operating panel
EQUIPMENT: -Commercial fire rated doors or exterior steel doors 

                                                  -Antivandal call stations

-Automatic doors opener (option)

-Doors closer (option) 
                                                  -Handrail (option)
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GENERAL INFORMATION

Les Escalateurs Atlas Inc.

No SHEET:

3175 Boul. Choquette
St-Hyacinthe (Québec)

J2S 7Z8,  Canada
Tél: (450) 796-5708

Fax: (450) 250-5110
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3/16" MAX PROTRUSIONS

IF THE PROTRUSIONS EXCEED 1/8" [2mm]

BEVEL THE EDGES 15°

NOTE

1- ANY POTENTIAL TRAPPING AREAS, 

SUCH AS OPEN BANISTERS OR RECESSES, 

SHALL BE MADE FLUSH AND SMOOTH OR 

OTHERWISE PROTECTED. 

SEE APPLICATED CODE B355 4.1.4.4


