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DY N E E M A & H M P E W I N C H R O P E S

Island Ropes range of Dyneema
and HMPE vehicle winch ropes
undergo a process of
pre-stretching, heat setting and
coating to produce a hard wearing,
long lasting winch rope to cope
with the most demanding of
environments and conditions. This
process enables maximum strength,
extremely low elongation but
ultimate endurance in application.
Our ropes are UV stabilised to help
with a long life and maximise
safety in use. The ropes keep their

strength in dry and wet conditions
and are not affected by oil or
water. They only stretch
somewhere between 3 – 4% at
break and circa. 1.5% at half the
ropes published break loads.
HMPE & Dyneema winch ropes
weigh six to seven times less
than steel wire of the same
diameter but have comparable
break loads. Unlike steel wire
there is no backlash should the
rope snap and of course no
wire splinters!

D ATA S H E E T

DY N E E M A & H M P E
WINCH ROPES
The ropes themselves ﬂoat, there
is no strength degradation when
wrapped on the winch drum
and the coating process makes
for excellent abrasion prevention.

range is 2mm – 96mm. The product
is available in white or colours but
some colours in certain diameters
are made to order and may be
subject to a minimum order quantity.

The vehicle winch ropes are most
popular in diameters from 5mm
through to 22mm, but the complete

The rope can be supplied on the
reel, cut to length or spliced with
thimbles and hooks.

Diameter

HMPE Winch
Ropes Standard

Dyneema (SK78)
Winch Ropes Standard

Dyneema (SK78)
Winch Ropes HS

5mm

2,600 kgs

2,712 kgs

3,396 kgs

6mm

3,000 kgs

3,610 kgs

4,303 kgs

8mm

5,000 kgs

6,332 kgs

8,545 kgs

9mm

7,300 kgs

n/a

n/a

10mm

8,000 kgs

9,035 kgs

11,400 kgs

11mm

10,600 kgs

10,600 kgs

12,000 kgs

12mm

12,100 kgs

13,542 kgs

19,884 kgs

14mm

14,200 kgs

18,977 kgs

22,597 kgs

16mm

16,200 kgs

21,700 kgs

28,950 kgs

18mm

31,400 kgs

27,532 kgs

42,838 kgs

20mm

41,000 kgs

34,956 kgs

52,026 kgs

22mm

44,400 kgs

40,789 kgs

56,655 kgs

Melting point
145°C
Elongation at
break 4%
Speciﬁc Gravity
0.98 (ﬂoats)

