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Introduction  
The Automatic Seed Counter is designed to count different kinds of grains and other granular 
items automatically. This instrument is widely used in institutes of agricultural science, the 
agriculture universities, colleges, and institutes. The counter features a fully automatic counting 
function which is user friendly and easy to operate. 

Work Principle 
Electromagnetic vibration makes the seeds in line and when the seeds fall into the photoelectric 
inversion tank, it forms photoelectric pulsation. Then the enlarged imaging will enter the 
counting circuit and display the number on the screen. When the numbers reach the preset 
quantity, it will stop feeding and counting. 

Instrument Structure 

 
 
 

1. Tight Button 
2. Sample Plate 
3. Pause 
4. OK 
5. Count 

6. Set 
7. Speed Knob 
8. Up, down, left, and 

right arrow buttons 
9. Working Light 

10. Power Light 
11. LED Display 



Operation 
1. Choose a suitable plate based on the sample size. Align the hole to the pipeline and 

tighten the plate with the knob.  
a. For large seeds like corn: use the chipped plate. Take out the sample plate and 

then take out the iron buckle in the shattering hole. 
b. For small seeds: use the chipped plate. The iron buckle must be equipped, then 

place the plate as shown in the picture below. 

 
 

2. Press the power button to power the machine. The LED will display “00000”.  
3. Set the counter number by pressing the SET button and adjust using the up and down 

arrows. Use the left and right arrows to move the cursor. Press OK to store the value. 
4. Press COUNT to begin the counting process. 
5. Set the speed by turning the speed knob. The machine stops working automatically once 

the set number is reached. 

 

Important Information 
1. Do not mix a different kind of material with the sample.  
2. Choose the suitable plate. If the plate’s track width is too large two grains can be 

projected as one grain on the light pipe. 
3. Do not put too many samples on the plate. The present value should be greater than the 

seed quantity. For example, to count a bag of seeds that’s about 500 pcs, the preset 
value should be more than 500 such as 1000 pcs. When all the seeds fall, the number 
appearing on the screen will be the seed quantity. 

4. When the work voltage changes, the speed must change. 
5. Restart the machine if it does not work normally. 

 
 



Maintenance  
1. If the starting machine numerical code tube is not bright, check the plug, electric wire, 

switch, and fuse. 
2. If the feeding plate is slow and making unusual noises, make sure to operate on a level 

surface. 
3. If the seed falling mouth is blocked, clear the path. 

 

Technical Specifications 
 

1. Count range 
a. Small sample: 0.7mm to 4mm × 0.7mm to 12 mm 
b. Large sample: 3mm to 10mm × 3mm  to 12 mm 

2. Count accuracy 
a. Large sample 2/1000  
b. Small sample: 4/1000 

3. Count speed: ≥1000/3 min (level 2) 
4. Count range: 1 to 99999 pcs 
5. Pre-set range: 1 to 99999 pcs 
6. Power supply:110V ± 20V 50HZ 
7. Power: < 20 W  
8. Continuous operation: > 50 hours 

 
 
 
 
 


