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Z-Girt with Insulation Securement 
 D Advancement in thermal performance. 

 D Secure insulation faster than ever before 
using the insulation securement slots and 
ROCKETStickTM. 

Secure Insulation in One Shot  
FAST. EASY. SECURE. 

 D Integrates with all SLOTTED-ZTM cladding 
attachment systems. 

 D Secures insulation away from the waterproofing 
layer. 

 D Compatible with semi-rigid or rigid insulation. 

 D Quick and easy to install.



cladiator.com

SIMPLE DESIGN  
FAST. EASY. SECURE.
✔ The tapered end of the ROCKETStick 

slides easily into the 1” wide slot of 
the SLOTTED-Z.

✔ Installs 1.5” above and 1” below   
the surface.

✔ Material: Aluminum

TYPES OF INSULATION
✔ Mineral Wool  (semi-rigid or rigid)

✔     Foam Board    (e.g. XPS, ISO)

ADJUSTABLE
✔ Simply insert the ROCKETStick in 

the appropriate slot to match the 
insulation thickness.

✔ Adjusts to two positions for the 
depth of insulation, standard slot 
at the outer edge and at a 1/2” 
increment inward from the outer 
flange of the SLOTTED-Z.

Secure Insulation in One Shot
ROCKETStick™ is an optional component that integrates with all SLOTTED-Z™ 
cladding attachment systems to secure insulation away from the waterproofing 
layer. The sculpted “peg & slot” insertion process makes installation quick and easy. 
Compatible with semi-rigid and rigid insulation.

SLOTTED-Z™ FG is a fiberglass z-girt that combines known industry 
practices with advancements in both thermal performance and 
insulation securement options that will save energy and labor costs. 

ROCKETStickTMSLOTTED-ZTM ROCKETStickTM

Increasing Thermal Performance
✔ Fiberglass has a low thermal conductivity so 

temperatures outside the building are not easily 
transferred to the interior. 

SLOTTED-ZTM FG (Fiberglass)

SLOTTED-ZTM FG Profile

2.25”

1.5” – 6”

1.5”



CLADIATOR is a manufacturer of structural and non-structural support systems for exterior cladding and interior wall and ceiling applications. 
These smart, quality engineered systems provide architects with maximum design flexibility and contractors with a safe, quick and accurate 
installation method for multiple applications. Our mission is to accelerate the advancement of smart building design & construction by 
providing unique and cleverly engineered systems. We remain dedicated and driven by our commitment to continuous improvement.
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SLOTTED-ZTM

 & FlatTRACKTM 110
Combine the SLOTTED-Z with FlatTRACK 110 for rainscreen applications  
or to increase the surface area for attaching various panel configurations.

SLOTTED-ZTM with 
FlatTRACKTM

 D Temperature exchange within wall 
systems follow the path of least 
resistance. 

 D SLOTTED-Z can be combined with 
FlatTRACK to provide added panel 
attachment points.

 D FlatTRACK is made from aluminum 
and available in both aluminum mill 
and black anodized finish.

 D More information on FlatTRACK 
systems can be found on our website.

Featuring SLOTTED-Z AL with FlatTRACK 110 
for added coplaner panel attachment point 
and profile depth 1”. 


