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Remove your current print bed to expose the aluminum build plate. 

Clean your build plate: Use the provided alcohol wipe to remove dirt and residue. 
Dispose of the wipes to prevent accidental use on the VAAPR bed.

uinly
For Ender 3, Ender 3 Pro, Ender 3 V2

Quick Hardware Installation Guide V2.2

For full instructions, software setup, and videos, see our resources page:
www.3dque.com/resources  (Password: Vancouver)

6.1 Install the VAAPR™ Bed 
The VAAPR bed MUST BE ADHERED TO THE ALUMINUM BUILD PLATE, and not 
a removable alternative. This is critical to the performance of this product.

DO NOT USE THE ALCOHOL WIPES ON THE VAAPR PRINT BED
(ONLY clean the VAAPR print bed with mild soap and water.)

HEAT BUILD PLATE: Set bed temperature to 40̊ C.

WASH HANDS: before installing the VAAPR print bed to avoid transfer of oils or residue.

INSTALL BED:

Peel adhesive film back about 5cm or 2”. 

Align two bed corners with the back corners of the build surface and gently set in place. 
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Peel off most of the adhesive film and hang it in front of the build plate, leaving just enough to cover 
the area where you grip the bed (1-2 cm).

Using one hand - press a small portion of the top edge of the bed into place on the build plate and 
flex it into a slight curve
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Remove LCD and spool holder, keep mounting hardware for relocation.

V2 Only: Move LCD mount to the front of the upper slot of the printer base. 
            Remove plastic base end caps and tool drawer from the right side of the printer.

Using the T-nuts and M5 bolts, attach the larger sides of the angle brackets (E2) to the provided 
extrusion to make the Quinly base:

Tilt-in the taller edge to the extrusion and fasten with an M5 8mm bolt and large T-nut: the T-nut 
should rotate perpendicular to the slot as the bolt is fastened.

Repeat with the mirrored bracket.

Slide both brackets 10 cm from the extrusion ends to the short side of the brackets and tighten (3 
cm on the V2).

6.
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While still flexing the bed, use a clean microfiber cloth to press out the air bubbles in a ‘V’ pattern, 
starting from the middle to the top edges.

As you get to the bottom, reduce the flex and use the cloth to press out air bubbles to a corner 
while peeling the film.

Once film is completely removed,  press across the bed vertically from top to bottom, working 
across to ensure an even application.

Clean the VAAPR print bed with a soft wet cloth and a drop of mild dish soap. 
CAUTION! ALCOHOL, ACETONE + SOLVENTS will DAMAGE VAAPR print bed

i.

In the event you wish to remove the VAAPR bed, please consult 3DQue for a safe removal technique.

6.2 Install Quinly Tilt Base
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Attach base to printer:

On the left ender extrusion loosen the bottom right bolt about 3mm 

Clip the Left Front Panel (E3) into the bottom slot of the Y-axis extrusion. A slot should align with 
the loosened bolt.

Rotate the printer onto the right side.

Install left front panel.
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Tilt in the left bracket (narrow side forward) where it touches the front rubber pad.

Using a free hand, align the t-nut with the allen key, then fasten with an M5 bolt.

Fasten a nut in the back hole.

Flip the printer to the left side.

Attach the LCD to LCD Mount (E9).
(skip LCD install if using V2)

Slide hex nuts into mount holes, push in with an allen key if needed.

Screw in the LCD with your original LCD M5 bolts from behind.

Place a small T-nut just behind the front rubber pad in the bottom slot.iii.
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6.

1.

2.

Attach the LCD mount to the original LCD mounting holes with original LCD bolts, leave the lower 
left bolt unscrewed about 3mm.

Attach the Right Front Bracket (E3) the same as the left one.

Attach the right tilt bracket the same as the left one.

iii.

iv.

b.

Place the printer upright and clip in the centre ramp (E3) then the side ramps (E6, E7) into the outer 
slots of the left and right Ender base extrusion.

For a stock Ender 3 Install the spool holder adapter:

Using M5 x 25 cap screws and T-nuts removed earlier, install the 
spool holder adapter vertically on the left hand side of the printer 
frame, as shown. 

Attach the original spool holder to the adapter (E8) using M5 bolts 
and 2 M5 hex nuts. For use with our improved spool holder which 
you can print, ensure that the flat side of the metal bracket is facing 
backwards as pictured.

Alternate spool mounting prints are available on the resources page i.e. for use with a direct drive system. 

For setting up the Pi Kit, see the full manual at www.3dque.com/resources 


