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After strap is tight, close 
handle to the locked position
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Insert tag end of strap back 
through slot in ratchet wheel.
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To release tension, push spring 
loaded retaining lock and 

simultaneously pull on strap.
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Ratchet Strap Instructions

Open ratchet handle flat and 
insert end of strap through 

opening.
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Pull strap through opening.
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You MUST follow these 
instructions prior to installation

Ratchet handle back and 
forth to tighten strap.

W A R N I N G
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6’ Dual
Ratchet Straps

You MUST READ all warnings and instructions before use of this product. Failure to
follow these written warnings and instructions can result in serious injury or death.

W A R N I N G

WARNING: These ratchet straps are only to replace ratchet straps on LADDERSTANDS. 
These ratchet straps are not to be used to replace straps, cables or chains on fixed position 
treestands or other types of treestands. 

1. YOU MUST follow ladderstand manufacturer’s instructions and warnings for proper assembly, installation, and 
use of these replacement straps with the ladderstand. Make sure to fully read and understand the ladderstand 
manufacturer’s written warnings, instructions, warning label, and you must watch in its entirety the online Treestand 
Safety video (www.standsafety.com/p12) before using this product. 

2. Remove all contents from the packaging, inspect for any damaged or missing parts. DO NOT use the strap if any 
parts are damaged or missing. Replacements for damaged or missing parts may be obtained from the address and 
phone number listed below. 

3. ALWAYS INSPECT the strap, including webbing, ratchet assembly and hooks, for damage before each use. 
Do not use if damaged. 

4. ALWAYS INSPECT the strap webbing for damaged or excessive wear, such as loose stitching, fraying, cuts, 
thinning, or excessive discoloration. If any damage is observed, do not use the strap. 

5. DO NOT leave the straps outdoors when not in use. Do not leave the straps outdoors longer than two weeks. 
Leaving the straps outside longer than two weeks can cause damage to the strap from exposure to the weather, 
sunlight (UV rays), tree growth and animals. The straps must be stored inside when not in use.

6. YOU MUST wear a full body safety harness at all possible times when utilizing these straps with a ladderstand 
pursuant to the ladderstand manufacturer’s instructions. 

7. ONLY use these straps with ladderstands that have been certified to TMA (Treestand Manufacturers 
Association) standards. 

8. DO NOT use this ratchet  strap for towing, tie downs, hanging items, or other applications besides as 
replacement ratchet straps for ladderstands. 

9. NEVER exceed the weight capacity of the treestand as stated in the treestand manufacturer’s instructions.

10. DO NOT attempt to repair worn, damaged, loose stitching, or frayed webbing.

11. NEVER modify the straps in anyway by making repairs,
replacing parts, removing or adding anything to these straps.

DO NOT modify this product or remove this warning.
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