
CONTAMINATION
The quality of your hydraulic oil could be

 compromised through contamination, risking 
wear and filter blockages that impact upon 
equipment reliability and response times.

HYDRAULIC SYSTEM

HYDRAULIC SYSTEM

HYDRAULIC SYSTEM

DESIGN & 
CONSTRUCTION ISSUES

Are you protecting your 
steelwork, and providing 

fit-for-purpose tank drains? 
If not, condensed water could 

cause corrosion – and rust 
particles could create 

further problems.

INSUFFICIENT RESERVOIR SIZING
The rapid recirculation of hydraulic fluid means 
you won’t be able to e�ectively de-aerate. This 

will shorten your oil life and slow the functioning 
of your steering gear.

CASTROL MARINE NEW BUILD:
The program designed to protect your new-build process.

Castrol Marine’s complimentary Marine New Build scheme can protect your new-build 
process, delivering complete peace of mind through a thorough vessel check. This includes 
crew training, oil analysis and sampling during commissioning and sea trials, and equipment 

labelling and storage tank inspections.

The program can help prevent common problems, including:

INCORRECT LUBRICATION
Load the wrong lubricant into your 

tanks, and face equipment unreliability 
and failure.

POOR GREASE PUMPABILITY
The insu�cient supply of lubricant can wear 
the rudder support bearing, leading to the 

unplanned replacement of components 
during their routine inspection.

UNCLEANLINESS
Your stern tube needs flushing too – 

to avoid the abrasive and cutting 
wear of its bearing.

INCREASED MAINTENANCE
You'll need to flush your tunnel thruster's tanks 

and pipework to avoid wear and unplanned 
replacement – and the extended dry-docking 

required when this occurs.

Discover
CASTROL MARINE

Your proactive partner, identifying and rectifying potential issues across 
all types of vessel – from chemical and product tankers to drill ships – before 

they become problematic.

HYDRAU

FLUSHING FAILURE
Poor flushing procedures can cause 

hard and abrasive materials to build up 
in your system.

Click here to learn more 
and safeguard your sail-away, today.

DRAINAGE PROBLEMS
Failure to provide e�ective stern-tube 

drainage can lead to contamination, bearing wear 
and premature component replacement.

!

Did you know your most critical pieces of equipment are in danger? Though you may have carried out 
careful planning while building your new vessels, even a single item left unchecked could lead 

to unexpected – and costly – consequences, including machine failure and downtime.


