
Smart solar sight protection for your balcony

Installation Manual



Hello,

Welcome to our green Family!

We are happy to see that you have decided to choose We Do Solar smart solar sight protection 
modules for your balcony. By choosing to install solar in your household, you are making  
a contribution towards reduction of CO2 which helps our climate tremendously and brings 
us all closer to net-zero. You are also reducing the grid energy consumption which makes you 
more energy independent.

This installation manual will help you with understanding how to install the solar set  
on your balcony.

If you will still have some questions, feel free to contact us at any time via e-mail:  
info@we.do.solar or via a phone number: +49 30 2000 49777 or via our online chat function 
on our website: we.do.solar

Best Regards,  
We Do Solar Team

mailto:info@we.do.solar
https://we.do.solar/


Safety Instructions:

Please read these instructions carefully before starting the assembly work. Damage caused by 
improper handling will void any liability and warranty claims. Keep the installation instructions 
for future reference.

This manual describes the installation and operation of your We Do Solar sight protection 
screen. It feeds self-generated energy of up to 600W into the final circuit of the connected 
household in a grid-connected manner.

The system is not intended to be used by persons (including children) with reduced 
physical, sensory or mental capabilities, or lack of experience and/or knowledge, unless 
they have been given supervision or instruction concerning use of the equipment by  
a person responsible for their safety.

Children must be supervised to ensure that they do not play with the equipment.

The components have been produced with high quality and safety requirements in mind. 
However, WeDoSolar GmbH’s warranty and liability do not cover personal injury or damage to 
property resulting from, for example, one or more of the following causes:

• Non-observance of these assembly instructions

• Improper installation

• Commissioning

• Maintenance and operation

• Improperly performed repairs and transports,

• Unauthorized structural modifications to the system kit

Any damage caused by continued use of the system kit, despite an obvious defect, no use of 
original spare parts and original accessories, improper use of the system kit, force majeure.

Safe and proper operation of the device requires proper transport, storage, installation, assembly 
and proper operation. Before installation, check all components for any transport or handling 
damage. If there is any external damage, do not connect the solar sight protection screen.

When installing and operating the solar sight protection, the national legal regulations 
and the connection conditions of the grid operator must be observed. In particular,  
DIN VDE V 0100-551-1 (VDE V 0100-551-1), VDE AR-N 4105:2018-11, DIN VDE 0100-712, DIN 
VDE 0100-410 and DIN VDE V 0628-1 (VDE V 0628-1).

Note that for safe operation of the circuit, a residual current device (RCD) with 30mA must be 
installed according to DIN VDE 0100-410 (VDE 0100-410). Please note that the solar privacy 
screen generates direct current when there is sufficient sunlight, which causes the solar 
privacy screen to be live. Please do not disconnect the cables when the system is live. Always 
disconnect the power plug first.

Avoid touching the inverter under load, as the surface is hot and burns may occur.

The cables must not be under high tensile stress or permanently exposed to liquids. There 
must be no open plug connections during operation.



In general, solar systems are considered to require very little maintenance. The solar inverter 
does not contain any moving parts that require maintenance. The inverter enclosure must not 
be opened and may result in electric shock or death if opened. In case of any abnormality or 
irregularity, disconnect the power plug and do not continue to use the unit. Do not carry out 
any independent repairs or modifications to the solar sight protection screen or other parts 
of the system. Repairs and maintenance may only be carried out by qualified personnel. 
However, carry out a visual inspection at least once a year and check the solar-powered 
visual protector and the inverter for defects.

Make sure that no personal injury can occur due to parts falling from the system. WeDoSolar 
GmbH assumes no liability for the proper installation of the system and its mounting. 
Especially in case of installation in or above the public area.

Do not install the solar screen in strong wind or rain. Always install the kit in pairs, with one 
person holding the panel while the other person mounts it with the mounting straps. Do not 
release the panel until the panel is secured with at least two straps.

At the end of the module’s life, the solar modules can be dropped off at the nearest recycling 
center free of charge so that they can be recycled. For more information or questions about 
recycling, contact us at support@we.do.solar or +49 30 2000 49777.

Make sure that your electricity meter cannot turn backwards when feeding into the grid and 
contact our support at support@we.do.solar or +49 30 2000 49777 if you want us to register 
your solar system in compliance with all existing regulations.

Note the information on determining the line reserve in the appendix to these installation 
instructions.

mailto:support@we.do.solar
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The following items are included in your set:

x 8 SOLAR PANELS

x 1 MICROINVERTER

x 2 CONNECTING CABELS

x 1 POWER PLUG CABEL

x 32 LONG STRAPS

x 32 SHORT STRAPS



ELIGIBLE FOR  
RAILING BALCONIES



Get all the panels out of the box and wipe them with a damp cloth on both sides.

As we care about our environment, we are trying to reduce plastic packaging and 
during transportation the panels can get a bit dusty.

Start attaching the panels on the outside of your balcony with fastening 
straps to your railing.

Each panel needs at least 4 straps to be fully secured to the fence. Make 
sure to also tie the straps together between the panels in the middle part 
so it looks aesthetically pretty on the outside. Make sure someone is 
helping you hold the panel while you mount it.

You can use any size of straps as there is no particular order, simply see 
which strap fits best for your railing.
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Once all the panels are strapped onto your balcony railing, take out the 
microinverter and connect it to the power plug.

Now, connect all the small cords that you see on each panel to the power 
cables simply by clicking each connection into place. You should have 4 
panels on the left connected to a power cable and 4 panels on the right 
connected to a power cable.
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Now, connect your microinverter exactly in the middle of all the panels to the two 
connectors of the power plugs that are attached to all the panels on each side.

Your power plant is ready and can now be plugged into the power socket on your 
balcony. Simply connect the power plug which is attached to the microinverter to 
your plug in the wall.

Now, simply download our companion App on Google Play or App Store. To access 
the app, simply enter your phone number. Our App will recognise you and your 
virtual power plant automatically.

https://play.google.com/store/apps/details?id=de.wedosolar.app

https://apps.apple.com/de/app/we-do-solar/id1609954317
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