
FLARE TIP HANDLING – CATCHER FPSO

Client

BW Offshore

Premier Oil

Project Name

Flare tip handling – Catcher 

FPSO

BW Offshore required a solution for tilting the flare tip on the 

catcher FPSO flare tip platform.

When the Catcher FPSO was in the Keppel yard in Singapore, 

Conbit’s expertise is required for tilting the flare tip and securing it 

in a cradle on the access platform as there was a height restriction 

for the transport to Europe, to the Catcher field in the central 

North Sea.

The Catcher field is located in the Central North Sea Block 28/9 in 

a water depth of 91 meters. 

Conbit proposed a new lifting method, delivered the required 
equipment and executed the flare tip handling.
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Photo: Davit installation on top of the access platform 



LIFTING METHOD

There was a davit installed for 

handling the flare tip, which was 

never used before. And there was no 

procedure for how to use it. Conbit

performed an inspection during a site 

visit at the yard in Singapore and 

concluded that the system in place 

was not fully suitable for tilting the 

flare tip.

Therefore Conbit provided an 

alterative lifting method and the 

additional equipment. 

The equipment was lifted to the top 

platform using a power descender 

and the flare tip was rotated using 

the davit in combination with rigging 

techniques and a tilting / securing 

frame.

Conbit’s experienced IRATA rope 

access crew performed the lifting 

and tilting procedure of the flare tip 

(weight: 1.235 kg)

PERFORMANCE

The client had a short time frame 

and not enough suitable means to 

perform this job. Conbit provided a 

suitable method, delivered the 

required equipment in time and 

conducted the work ahead of 

schedule.
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Photo: On-site project execution
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“CONBIT DELIVERS THE 

FULL PACKAGE WHEN IT 

COMES TO FLARE TIP 

HANDLING. 

FROM ENGINEERING TO 

INSTALLATION”


