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Rotosift trommel screens are designed for excellent separation efficiency and consistent performance. The 
rotating drum rolls the feed materials to allow the fine particles to pass through the screen apertures. 

Aggregates for Primary Screening,
Rip-Rap, Overburden, River Gravel

Sticky Materials 
or Weathered Rock

Minerals

Construction and Demolition Waste

Recycling of
Municipal solid waste

rotosift trommel
screens are highly versatile

and simple machines

ROTOSIFT 
TROMMELS



Rotosift trommel screens can be set up as an 
independent system to classify materials or 
to complement crushing systems by acting 
as an efficient scalper. Trommels are 
commonly fed by reciprocating plate feeders 
or apron feeders depending on the 
application.

Rotosift trommel provide excellent 
combination of efficiency and ease of use. 
Rotosift trommel screens can accept feed 
materials of upto 1000 mm in Rip-Rap and 
Mineral classification applications. The user 
has an option of separating up to five 
products based on the trommel length and 
attachments such as tipping grid etc.,

Rotosift trommels are constructed for heavy 
duty applications using abrasion resistant 
steel materials. They are uniquely engineered 
for longer life, safety and smooth operation. 

ROTOSIFT 
TROMMELS



ROTOSIFT TROMMELS 
SALIENT FEATURES
The Rotosift trommels are powered by 
rugged and compact geared drive units. 
Option of chain and sprocket drive can be 
provided for specific applications. 

The screen panels are made as modular 
replaceable individual units for easy and quick 
maintenance. 

The Rotosift trommel screens have the 
option of user-based control of throughput 
and quality by the run time adjusting the 
inclination angle and drum speed. 

Rotosift screens are engineered to provide 
optimum open area for maximum throughput 
in a given configuration.

Rotosift screens have optimised fall angle to 
maintain lower bed depth resulting in higher 
screening efficiency.

Rotosift screens provide options of drum 
cleaners and wet screening for specific 
applications.



Rotosift screens can be used to screen 
sticky and dirty materials (like Nickel ore, 
Lithium ore, gold ore and municipal solid 
waste). Screen apertures are Drum 
cleaners / spray bars can be provided as 
an option to ensure good screening 
efficiency by avoiding pegging.

Rotosift screens are offered in multiple 
options and settings to serve the end 
user need

Concrete or steel skid mounted Rotosift 
screens are commonly preferred for long 
term use or when the trommels are 
complemented with other equipment 
like crushers, washing systems etc.

The Mobile Rotosift screens are track 
mounted and are commonly preferred by 
users who need the highest level of 
mobility 

STATIONARY

PORTABLE

MOBILE

ROTOSIFT TROMMELS 
SALIENT FEATURES



Portable Rotosift screens are designed with pivotable 
vertical extension jacks to raise and lower the trommel 
system on/off trailers providing quick loading and 
unloading for transportation. The vertical extension jacks 
can swivel about the pivot during transportation for 
ground clearance. Special horizontal extension jacks are 
attached to the vertical jacks to adjust the landing width 
of the legs.

Rotosift screen is built with one conveyor below the 
length of the trommel to convey the fines. All product 
conveyors are field conveyors and shall be installed at 
site separately. Rotosift screens are powered using an 
external power source.

Portable Rotosift screen is provided with an on-board 
hopper and feeder with optional tipping grid and is 
commonly fed by Excavators. Dump Truck feeding 
arrangements can be used with additional hopper and 
ramp. 

ROTOSIFT TROMMELS 
SALIENT FEATURES



Simple and rugged construction, specifically designed for 
mining applications. 

Design disruption through usage of combined rollers 
leading to higher reliability and lower cost of ownership. 

Usage of optimised hydraulic cylinders with adjustable 
linear speed to accommodate variability in the input 
material and operating parameters. 

Alloy steel precision machined rails provide smooth 
motion and easy maintenance.

Special Cylinder end hydraulic cushioning ensures lower 
shock loads to the assemblies and enhancing the life of 
parts and assemblies. 

RECIPROCATING FEEDER  
SALIENT FEATURES

Fall breakers are provided to ensure lesser impact loads to 
the inlet system and maximum spread of input materials 
inside the feeder hopper.

Abrasion resistance plate liners are provided at places of 
material contact for better wear resistance and longer life. 

Optional rubber wear plates can be provided for better 
wear resistance and cushioning for the inlet system.



+ - Customised length options shall be provided depending on the requirements of number of products and throughput

* - Hopper capacity provided is for portable and Mobile systems

^ - 4th /5th product option is provided using the tipping grid

& - Throughput provided is for mixed coarse product with bulk density 1.8 Tonnes/  m3

ROTOSIFT TROMMELS 
SPECIFICATIONS

Sl no Model

Drum Diameter Drum length
+

Max Throughput
&

Screen Openings

Number of products ^
Hopper Capacity*

Feeder Options  
(Mobile and portable options)mm inch mm inch

mTPH sTPH mm mm inch inch
m3 ft3

max range

1 1040 1000 39 4000 157 200 221 25 - 175 1” - 7” 2, 3 4 141 Reciprocating push feeder / Apron feeder

2 1242 1200 47 4200 165 300 332 25 - 200 1” - 8” 2, 3 4 141 Reciprocating push feeder / Apron feeder

3 1558 1500 59 5800 228 500 553 25 - 500 1” - 20” 2, 3 , 4 11 388 Reciprocating push feeder / Apron feeder

4 1860 1800 71 6000 236 600 663 25 - 500 1” - 20” 2, 3 , 4 40 1413 Reciprocating push feeder / Apron feeder

5 2080 2000 79 8000 315 700 774 25 - 600 1” - 24” 2, 3 , 4, 5 60 2119 Reciprocating push feeder / Apron feeder
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Tel: +91 97041 54295 www.adet.in

Philippines 
Unit 2508 Tycoon Centre Building,
Pearl Drive, Ortigas Center,
Pasig City, Philippines 1600

USA
130, Old Beekman Road,
Monmouth Junction, 
New Jersey, 
USA 08852

Australia
15-16/64-66, 
Bannister Road,
Canning Vale,
WA 6155

Singapore
GH 20 #03-38 5
Tampines Central 6,
Singapore 529482
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ADET (P) LTD is a wholly owned subsidiary of CBMM Supply, Services and Solutions Pte. Ltd.

Reg. Add: 
J-13, Bhagwathi Palace, 
4th Floor, 3rd Avenue,
Anna Nagar East, Chennai - 600 102

Factory Add:
No 142/1B, 142/3B, 
Ayyampatti Main Road, Valavandankottai, 
Thuvakudi, Tiruchirapalli - 620 015


