
Rugged / Sealed LCDs Price List   

 

 

All enclosed/sealed SDxxxE and ML units come fully assembled and tested in our custom-designed IP67 weather 

sealed rugged aluminum chassis, HDMI input, USB touch interface, fully sealed single-ended 2m cable set, sealed 

OSD (on-screen-display) interface on front bezel with dimming pot (optional), external AC adapter for testing, 

VESA mounting support and side mounting brackets. 

                          10.4” USD 
SD100E 10.4" 4:3 500nit LCD, 1024x768 native resolution, low power LED backlights  $1195 
SD100ML 10.4" 4:3 sunlight readable 1000nit LCD, 1024x768 native resolution, LED 

backlights with optical enhancements 
$1895 

12.1” Widescreen 
SD120E 12.1" widescreen 500nit LCD, 1280x800 native resolution, low power LED 

backlights 
$1395 

SD120ML 12.1" sunlight readable 1500nit LCD, 1280x800 native resolution, LED 
backlights with optical enhancements 

$1995 

15” 
SD150E 15" 4:3 500nit LCD, 1024x768 native resolution, low power LED backlights $1795 
SD150ML 15" 4:3 sunlight readable 1500nit LCD, 1024x768 native resolution, LED 

backlights with optical enhancements 
$2695 

17” 
SD170E 17" 4:3 500nit LCD, 1280x1024 native resolution, low power LED backlights $1895 
SD170ML 17" 4:3 sunlight readable 1500nit LCD, 1280x1024 native resolution, LED 

backlights with optical enhancements 
$2995 

19” 
SD190E 19" 4:3 500nit LCD, 1280x1024 native resolution, low power LED backlights $1995 
SD190ML 19" 4:3 sunlight readable 1500nit LCD, 1280x1024 native resolution, LED 

backlights with optical enhancements 
$3195 

21.5” Widescreen 
SD215E 21.5" widescreen 500nit LCD, 1920x1080 native resolution, low power LED 

backlights 
$2295 

SD215ML 21.5" widescreen sunlight readable 1000nit LCD, 1920x1080 native 
resolution, LED backlights with optical enhancements 

$3295 

24” Widescreen 
SD240E 24" widescreen 500nit LCD, 1920x1080 native resolution, low power LED 

backlights 
$2895 

SD240ML 24" widescreen sunlight readable 1000nit LCD, 1920x1080 native 
resolution, LED backlights with optical enhancements 

$3495 

Options USD 
-NT No touch interface (anti-reflective glass cover instead) -$100 
-AV Composite input $200 
-VGA VGA input $100 
-EC Extended single-ended cable set (5m) $100 
-CS2 Double-ended cable set with mating panelmount connectors $295 
-RP Remote dimming pot with sealed cable $195 
Touch Resistive or projected capacitive touch available for select units $0 

 

 


