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RC 900 
WATER-REPELLENT BASED ON SILANES FOR POROUS SUBSTRATES  
Royal Institute for Cultural Heritage K.I.K. ref. 2L13 13/93/5118 

 

Water-resistant surface treatment 
 

 

ADVANTAGES OF RC 900 

✓ Prevents salt efflorescences and frost damage 

✓ Does not change the appearance of the substrate 

✓ Perfectly vapor permeable 
✓ Does not affect glass and bluestone 

✓ Provides excellent results on low porous surfaces 
 

Description 
 

RC 900 is a colorless water-repellent, ready for use, for making various low-porous vertical construction elements (made of 

concrete, masonry, plaster, natural stone or reconstituted stone …) water-repellent. RC 900 is based on low molecular weight 

silanes. 
 

RC 900 is UV- and alkali-resistant without changing the appearance of the surface and with the retention of the vapor 

permeability. Does not affect glass and bluestone. 

 

Application area 
 

 

RC 900 is suitable for the waterproofing of mineral substrates, in particular low-porosity substrates, such as: 
 

• Concrete (road bridges and all marine concrete structures, concrete facades, exposed aggregate concrete); 

• Clinker, masonry; 

• Ceramic tiles; 

• And as a waterproofing undercoating systems. 

 

Substrate 
 

When applying RC 900, the substrate must be clean, healthy and sufficiently dry (see our chapter on cleaning products).  

Repair bad joints, cracks or cavities in the stone. First treat pulverized materials with RC STONE REINFORCER in order to 

rebuild the mineral structure. Wait at least 2 weeks after treatment with RC STONE REINFORCER before applying RC 900.  
 

Non-absorbant substrates such as glass, wood, plastic and metal cannot be treated with RC 900. In the worst case, the 

product not absorbed by the substrate may react with atmospheric moisture to form a greasy, glossy silicone resin film. 

Substrates such as those already mentioned should therefore be covered before the application. If they are nevertheless 

contaminated, the resulting film can be easily removed if cleaned immediately using conventional cleaning agents, or alcohol 

(spirit of soap) in difficult cases.  
 

Glass, wood and metal are not attacked by RC 900. Neither are most plastics used in construction. If in doubt, carry out a 

preliminary test. Plants in the vicinity of the substrate to be treated should be protected against contact with RC 900.  
 

Concrete must be allowed to cure for a minimum of 28 days. 

 

Application instructions 
 

The treatment is preferably carried out by irrigating the substrate under low pressure, so that no spraying of the product 

takes place. The treatment is done from bottom to top with horizontal back and forth movements, so that a run-off of 

approximately 20 cm is achieved. Two treatments must be performed wet-on-wet. The use of a back spray is recommended 

or an electric pump designed for this purpose that ensures that the product flows over the surface at constant pressure.  
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Consumption 
 

Dependent on the porosity of the substrate: from 0,2 to 1,5 litre/m².  

 

Technical characteristics 
 

Base:  Alkyltrialkoxysilane 

Solvent: Hydrocarbon WS 

Color product: Colorless 

Active content: 10 % 

Color applied: Water white 

Odor: Solvent smell 

Resistance to alkalis: Very good 

Density: 0,80 g/cm³ ± 0,02 

Flash point: 38° minimum (ASTM D93) 

Lifespan: More than 10 years water-repellent 

  

Safety 
 

Consult the latest Safety Data Sheet.  

 

Remark 
 

• Do not apply at temperatures below 5°C and on surfaces warmer than 25°C.  

• Does not attack glass and does not stain blue stone. 

• Ramen, venster en andere moeten altijd beschermd worden; incidentele vlekken moeten onmiddellijk 
verwijderd worden met behulp van White Spirit en detergent; 

 

Cleaning of equipment 
 

After use clean thoroughly with white spirit. 

 

Storage / Shelf life 
 

• In a cool, well-ventilated place.  

• 1 year after manufacturing in the original, sealed packaging. 

 

Packaging 
 

25 liters (item no. 20300) and 200 liters (item no. 20301). 
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Legal Notes
 

The information, and, in particular, the recommendations relating to the application and end-use of Reynchemie products, are given in good faith based on Reynchemie current knowledge and experience 
of the products when properly stored, handled and applied under normal conditions in accordance with Reynchemie recommendations. In practice, the differences in materials, substrates and actual 
site conditions are such that no warranty in respect of merchantability or of fitness for a particular purpose, nor any liability arising out of any legal relationship whatsoever, can be inferred either from 
this information, or from any written recommendations, or from any other advice offered. The user of the product must test the product’s suitability for the intended application and purpose. Reynchemie 
reserves the right to change the properties of its products. The proprietary rights of third parties must be observed. All orders are accepted subject to our current terms of sale and delivery. Users must 
always refer to the most recent issue of the local Product Data Sheet for the product concerned, copies of which will be supplied on request. 

 

 

 

 


