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STEP 1
Screw-in the 
double-sided 
screws (H) 
into the top 
of the long 
bars (C). This 
makes part 
(CH).
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(E) STEP 5b
Tighten the wing 
nut (E2) of the 
lamp holder board 
(E) to stabilize 
lamp holder (E1).

STEP 5a
Insert the lamp 
shade anchors (J) 
into their respec-
tive holes on the 
lamp holder 
board (E).

STEP 6a
Place the 
lamp holder 
board (E) 
through the 
double-sided 
screws of 
the top long 
bars (CH).

STEP 6b
Screw-in the 
bulb (L) into 
the lamp 
holder (E1).

STEP 2a
Screw-in (I) the bottom 
base (A) underneath the 
bottom long bars (CH).

STEP 2b 
Insert the bottom 
pads (N) into the 
bottom screws.

STEP 3a
Place the lower shelf panel 
(B) through the dou-
ble-sided screws of the 
bottom long bars (CH).

STEP 4a
Place the upper shelf 
panel (B) through the 
double-sided screws 
of the lower long
bars (CH).

STEP 3b
Screw-in the 
lower long bars 
(CH) through the 
double-sided 
screws of the 
bottom long bars 
(CH). 

STEP 4b
Screw-in 
the upper 
long bars 
(CH) 
through 
the dou-
ble-sided 
screws of 
the lower 
long bars 
(CH). 
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STEP 7
Screw-in the 
short bars 
(D) through 
the dou-
ble-sided 
screws of 
the top shelf 
bars (CH). 

STEP 8a
Screw-in (I) 
the top frame 
(F) of the 
lamp into the 
short bars (D).

STEP 8b
Insert the 
plastic caps 
(M) into the 
head of the 
screws.

STEP 10
Fasten the lamp 
cable (E3) with the 
included plastic 
cord clips (K).

STEP 11

Make sure all the screws are 
tightened-up.  Prep the lamp up 
wherever you please.

Place anything you want on the 
shelves.

Plug it in, and turn on the lamp 
using the foot switch (E4).  

And...

STEP 9
Place the lamp shade 
(G) through the outer 
face of the lamp 
shade anchors (J).
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